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   Modular 10-bit HD Conversion   8000 Series

The 8002 is a compact HD/SD multi-rate distribution amplifier that features HD/SD status 
LEDs for quick identification of the input bit rate. The 8002 is fully automatic and supports 
SMPTE 292 and 259M signals. The unit has one input and six reclocked HD/SD-SDI outputs.

80028002
HD/SD Reclocking* Distribution Amplifier with Bit-Rate Status 

Features
•	 Six output reclocking* 

distribution amplifier
•	 Signal type (HD/SD) 	

status display
•	 Auto standard detect 	

and configuration 	
SMPTE 292/259M

•	 Six HD/SD equalized 	
and reclocked outputs

8002 Block Diagram

Specifications
Input   
1.485-Gbit SMPTE 292 or 
143-540 Mbit SMPTE 259M

Output   
Six reclocked HD/SD-SDI

Return Loss  
> 15 dB

Power   
5-18 VDC @ 3.5 watts

Requires Power Supply 
PS11 or PS12
Size   
5.5” x 3”x 1” (139x77x26mm)

80038003
HD/SD Reclocking* Distribution Amplifier with Bit-Rate Status 
(Supports SMPTE 424M - 3 Gbit)

Features
•	 Six output reclocking* 

distribution amplifier 
•	 Signal type (HD/SD) status 

display 
•	 Auto standard detect 

and configuration SMPTE  
424M/292/259M 

•	 Six HD/SD equalized 	
and reclocked outputs 

•	 10-bit video data path 

The 8003 is a compact HD/SD multi-rate distribution amplifier that 
features HD/SD status LEDs for quick identification of the input bit 
rate. The 8003 is fully automatic and supports 424 (3 Gbit), 292 and 
259M signals. The unit has one input and six reclocked* SDI outputs.

Specifications
Input   
SMPTE 424M-3Gbit  
SMPTE 292 1.485-Gbit  
SMPTE 259M 143-540 Mbit

Output   
Six reclocked HD/SD-SDI

Return loss  
> 15 dB

Power   
5-18 VDC @ 3.5 watts

Requires Power Supply 
PS11 or PS12
Size   
5.5” x 3”x 1” 
(139x77x26mm)

8003 Block Diagram

* Reclocking on 424M, 292 and 259M-C inputs, all other bit rates are non-reclocking.

10-bit Stand Alone Conversion Products   HD 8000 Series

•	 Wide-ranging DC input, 	
ideal for remote  applications 

•	 Compact rugged 	
steel chassis 

•	 Five year warranty

•	 10-bit video data path
•	 Wide-ranging DC input, 	

ideal for remote 
applications

•	 Compact rugged steel 
chassis

•	 Five year warranty

* Reclocking on 292 and 259M-C inputs, all other bit rates  
  are non-reclocking


